DEPARTMENT STORE 
Perth Amboy, New Jersey 
Reynolds Bros., Owners 


John Noble Pierson & Son, Architects 


Handicapped with an anti- 
quated facade, progressive 
owner management dicta- 
ted a modern trade-com- 
pelling front, easily distin- 
guished from neighboring 
stores. ENDURO-ASHLAR 
in light buff with  lus- 
trous black trim solved the 


problem. 


FEDERAL SEABOARD 
TERRA COTTA 


ENDURO-ASHLAR 


You can now remodel your store front 
with the same quality of Terra Cotta 
used in America’s greatest buildings 
—ask your Architect or Builder about 
Terra Cotta—and write us. 


FEDERAL SEABOARD TERRA COTTA CORP. 
10 EAST 40th STREET : NEW YORK 


The More You Mention 


@HE ARCHITECTS SAMPLES CORPORATIC 


The More Manufacturers File Samples, a 
The Micre Oomplete Our Service te ¥¢ 


ENDURO-ASHLAR is the modern Terra Cotta, extruded under great pressure 
in the form of ashlar slabs approximately 1” thick and more. While quickly 
and economically erected as a veneer, it becomes, when set to our specifications, 
a permanent and integral part of the wall. 


General Data 


For remodeling, the surface of the 
existing brick work or concrete 
shall be chipped clean of paint or 
other surfacing material which 
would tend to prevent proper ad- 


herence of mortar or grout. 


The vertical pencil rods shall be 
fastened to brick or concrete wall 
with expansion hooks. These pencil 
rods shall be 14” in diameter and 
are to be spaced 1’ 4” centers, de- 


pending upon the width of ashlar, 


and shall have a clearance of ap- 
proximately 34” away from the | 


wall surface. 


See photograph. Wedges and blocks wired to pencil rods 
holding ashlar rigid in place during the process of grouting. 


Horizontal loose anchors for the fastening of each piece of 
ENDURO-ASHLAR are to be hooked or twisted around the 
vertical pencil rods and shall be 10 gauge copper or soft 


galvanized wire. 


ENDURO-ASHLAR shall be set with a solid mortar bed. 
Vertical joints shall also be filled solidly. The space between 
the back of the ashlar and the brick or concrete wall shall 


be solidly grouted with a lean mortar or concrete mixture. 


ENDURO-ASHLAR is made approximately 
L” thick including ribs and from 8” x 1’ 4” 
surface dimensions upward, the thickness 
increasing proportionately with the size 
of the individual piece. It is easily and 


quickly erected by any good mason. 


ENDURO-ASHLAR is largely used for new 
construction. The erection procedure is 
identical with the above excepting that 
the pencil rods are tied in with 10 gauge 
hairpin anchors substantially set in the 
brickwork or cast in the concrete as that 


work progresses. 


ENDURO-ASHLAR may be used as a veneer 
over frame construction where same is 
substantial and suitable for the purpose— 
data on this type of construction will be 
furnished without charge by our Engi- 


neering Department upon application. 


BERKSHIRE CAFETERIA, Brooklyn, N. Y. 
Maxfield Blaufeux, Architect 


The before and after photographs tell their 
own story which is reflected in increased 


daily trade. 


ENDURO-ASHLAR 


America’s great merchandisers have Terra 
Cotta buildings. 


The modern in architecture—large plain 
wall surfaces—vertical and horizontal lines 
are accentuated in brilliant ceramic glaze 


LERNER SHOPS colors, produced at 2200° F they are per- 


Brooklyn, N. Y. manent even to acid resistance. With an 
occasional simple washing with soap and 
water ENDURO-ASHLAR remains always 


bright and new. 


2 ENDURO-ASHLAR is used as wall facing 
or decorative trim in conjunction with 
any good metal or wood frame store win- 


dow construction. 


— 


, CITIES SERVICE STATION 
we ~=SCsé« Philadelphia, Pa. 


Cities Service, Architects 


In technical, as in artistic excellence Fed- 
eral Seaboard sets its own standard. Let 
ENDURO-ASHLAR help put your property 


on a paying basis— 


PERMANENTLY 
with 
ECONOMY. 


Send your sketches for our proposal 


KRESS STORE 
= East Orange, N. J. 
SARIN ait ction so hentai KE. F. Sibbert, Architect 


FEDERAL SEABOARD TERRA COTTA CORP. 


OFFICE: PLANTS: PERTH AMBOY, N. J. 
10 EAST 40th STREET WOODBRIDGE, N. J. 


NEW YORK, N. Y. SOUTH AMBOY, N. J. 
TELEPHONE ASHLAND 4-1220 


Your inquiry regarding Terra Cotta, its use, construction and cost, will receive prompt attention 


° 


